
From The Marketing Studio
Setting Up Your Stabiliser
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Samsung Galaxy S5

The Samsung Galaxy S5 is heavier towards 

the bottom of the phone therefore the 

counterweight needs to be positioned on 

the left side of the phone itself with the 

weight track facing towards you.

The counterweight used is a small one 

with the weight sitting approximately 1cm 

along the track.

The counterweight arm should be 

positioned so that it is approximately 2cm 

beyond the end of the track with the screw 

that holds it in place in last hole.



2

Samsung Galaxy S7/S6

The Samsung Galaxy S7 is heavier towards 

the bottom of the phone therefore the 

counterweight needs to be positioned on 

the left side of the phone itself with the 

weight track facing towards you.

The counterweight used is a small one 

with the weight sitting approximately 2cm 

along the track.

The counterweight arm should be 

positioned so that it is approximately 

1cm beyond the end of the track almost 

touching the phone cradle with the screw 

that holds it in place in last hole.
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Samsung Note 5/6

The Samsung Note 5 is heavier towards 

the top of the phone therefore the 

counterweight needs to be positioned on 

the right side of the phone itself with the 

weight track facing towards you.

The counterweight used is a small one 

with the weight sitting approximately 1cm 

along the track.

The counterweight arm should be 

positioned so that it is approximately 

1cm beyond the end of the track almost 

touching the phone cradle with the screw 

that holds it in place in last hole.
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iPhone 6

The iPhone 6 is heavier towards the bottom 

of the phone therefore the counterweight 

needs to be positioned on the left side 

of the phone itself with the weight track 

facing towards you.

The counterweight used is a small one with 

the weight sitting approximately 2.5cm 

along the track sitting under the phone.

The counterweight arm should be 

positioned so that it is approximately 

1cm beyond the end of the track almost 

touching the phone cradle with the screw 

that holds it in place in last hole.
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iPhone 6S/7S

The iPhone 6S does not require the 

counterweights to balance it in the 

stabiliser with the wide angle lens attached.

The counterweight arm that is used to 

hold the weights in place is able to provide 

enough additional weight to balance the 

phone in the stabiliser.

The screw should be inserted into the 

middle hole with the arm aligned towards 

the left as close to the cradle as possible 

pointing away from you.
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iPhone 7

The iPhone 7 does not require the 

counterweights to balance it in the 

stabiliser with the wide angle lens attached.

The screw that is used to hold the 

counterweight track in place is able to 

provide enough additional weight to 

balance the phone in the stabiliser.

The screw should be inserted into the hole 

closest to the top of the phone.
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To learn more about the benefits of the EAC video app or to find out 
about the other ways we can help you grow your business go online at 
www.eac.com.au or speak to a team member on 1300 137 161

The Estate Agents Co-operative enables and inspires real estate agents to work together to build strong, prosperous and sustainable 
businesses that are well-equipped to cope with the modern era. We provide end to end support to independent and franchise 

organisations via a comprehensive suite of real estate support services, including data, marketing, forms and membership services 
and we advocate on our members behalf at a government level on changes impacting our industry.

iPhone 7 Plus

The iPhone 7 Plus is heavier towards the top 

of the phone therefore the counterweights 

need to be positioned on the right side 

of the phone itself with the weight track 

facing away from you with one large and 

one small weight used.

The two counterweights should be 

positioned so that they are in each corner 

of the track with the larger one facing 

being closest to you and the smaller one 

being further away.

The counterweight arm should be 

positioned so that it is approximately 1cm 

beyond the end of the track with the screw 

that holds it in place in last hole.


